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Assembly of the Fountain I en 

assembly the Nip Unit with Elastic Feeder Case 
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Assembly of the Mechanism 
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Adjustment of the Mechanism 
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Insertion of mechanism in and 
. Extrication of mechanism from Barrel 
Inserting and Extracting the Mechanism from 
the Barrel of the Pens 222 and 232 

nil 

15*f 

page 

1 


2 

Assembly of the Pix 
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Dismounting the Nib 
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Gauging the Nib 
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Mounting the Mechanism into Cap of 
Ball Pen and Dismounting the Mechanism 

MA 
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Mounting and Dismonting the Ink Feeder and 
Inserting the Nib of the Series 30 

MA 
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page 

1 

♦ 

2 

Dismounting the Nib of the Series 30 


ffK Tools Required 

MA 150 Assembly of the Fountain Pen 

vTK 91- 9 hexagonal key for fastening the clip 5.9 Sw. 
•7K 91-10 " " " " " » 3.k Sw. 

HA 131 Assembly of the Mechanism 

HA 152 Adjustment of the Mechanism 'MYL 50 Isocerin 

MA 153 Insertion of mechanism in and Extrication from Barrel 

*YK 100 Device 
.VK 53 Vaseline 

MA 154 Assembly of the Pix 

V/K 103 key for fastening the clip 
MA 156 Gauging the Nib 

»YK 10-3 nib-adjusting pliere 

WK 10-Jf pliere for extracting nib unit from fore-part 

29 nib-adjusting hammer 
WK 81 gauge for slit of nib 

MA 157 Mounting the Mechanism into Cap of Ball pen and 
Dismounting: the Mechanism 

WK 9*f-9 pin for inserting* the holding ring into cap 
WK 9^-5 pin for holding the lever bearing 
WK 9^-7 tool for dismounting the mechanism from the 
cap of the ball pen 


MA 158 <VK 105 device for extracting the ink feeder 

from fore part V VV VVV 


Dim Ztichnung bleibt nxxmrnr Eig«ntnm und dart nut in tmMmn Auftrag* ▼•rw»nd«t wcrdra. 

MONTBLANC 
♦ J SIMPLO 

G. m, b. H. 

Eing«raomt« Ma£« warden bMondexs g«prtift! Zul. Abwcichang fQr lAa&m oho* Tolaranxangaba : 

Werkstofl: 
Rohmafl: 

Bern.: For Pens: 12-1^-22-2^-222-232- 
92-9^-72-7^-82-84 

SchleifmaB : 

And. Nr.:! 1 

Typ-Nr.: 

gez. :1S.S.(>Z 


SHickliste: 

Repair Manual 

gepr. : ^u*^. 

ZuabaiL-Zchng. Nr. : 

Ert.f. : 

MaOatab: 

era cL: 


-■ ■^V:^:*,-^-'*^;.^ ■' vtV • I ? -. - • HAMBURG 6 

i^^O^t'^ ' ^~ 0 '^ ' 5CHANZ6NSTRASSE 75*77 


OM0NTBLANC-31MPL0 G.HM 
-v.* . HAMBURG 6 



F/g. 1. 



Fig. 2. 


Fig 4-. 
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Dies*? Zeichnung blcibt unser Eigentum unci darf nur in unserem 

Auftrage verwcndet werden. 

! 


^ MONTBLANC j 

Eingeranmte Mafie werden besonders gepriift! Zul Abwsichung f- 

ir Ma.le chne Toleranzar.gabe : 

1 

c 

Werkstoff: 

Bern.: fur Halte 

r 12-1^-22-2'- 

i 



G. m. b. K. 

Rohmaft : 


72-74-82-3^-92- 

9* 1 



Schleifmaft: 

And. Nr.: I 

Typ-Nr.: 

gez. 

■12.<).bo 

MA15o 

Stuckliste : 




gepr. 


Zusbau.-Zchng. Nr.: 
MaBsicb : 

Zusammenbuu 

des Halters 


Ers. t. 
ers d. 

: 

Bl.1. 


9 





V vv vvv 


Dies* Z«ichnung bleibt uns«r Eio«ntum und dcxrf nui in tmMnm A ultra a • ▼•rwend«t w«rd«n. 

^-V MONTBLANC 
f J SIMPLO 

Einoeranmt« Mafie werden besondeni geprttlt! Zul. Abweichung ftlrMalU ohn« ToUranxaBgab* : 

Werkstoff: 
Robxnafl : 

Bern.: 

SchleifmaB: 

And. Nr.: | | 

Typ-Nr.: 
Scric 

gez. :3o.34>2 

BL'/cx 

Stiickliste: 

Monfagc dcs Teder aggregates 
mi r elas+ischcr Zufubrerhu/sC 

gepr. : j^U*-, 

Zuabau.-Zchng. Nr.: 

Ers. i. : 

Mafistab : 

era d.: 


Fig. 1 r £he nib JL is placed on the ink feeder 2 , at which the 

recesses j£ are made to lie in the groove 4. °f the feeder and 
at which the distance ^ from the tip of the nib up to the 
tip of the feeder makes about 3 00 • 

Fig, 2 The nib 1 and the feeder ^2 thus positioned are pushed into 
the feeder case J$ that far until the ledge 2. projecting 
upwards from the nib has entered the slit j3 of the feeder 
case j6 and is stopped here. 

The feeder protruding out of the feeder case at the back is 
to be pressed that far into the feeder case until it ends up 
in line with same. After a packing ring £ covered with 
talcum has been pushed onto the feeder case, the nib ^1 is 
pushed into the fore-part 1£ in 8uch a wa y that the tip of 
the tongue 2(D of the fore-part and the slit 21 of the nib 
are on the same line. At this moment parts projecting from 
the fore-part enter the groove J3 of the feeder case and 
prevent a turning of same in the fore-part, when the fore- 
part is screwed onto the barrel 13. ** 

By screwing the nib onto the barrel, the nib is placed in 
its final position. 

Fig, 3 If, after having unscrewed the fore-part, the clamping 

ring 10 or the transparent ring 11 or the ornamental ring 
12 respectively glide down from the barrel 1^, then pay 
heed that those parts are placed onto the barrel again in 
the following order of succession: ornamental ring 12 , 
transparent ring 11_, clamping ring 10, and that the 
shoulder 14. of the transparent ring 11 extends under the 
ornamental ring. 

Fig. 4 Assembly of the cap (exchanging of the clip, of the top 
of cap or of the fitting of cap) 1 - 

The fitting lj5 of the cap placed in the cap 1£ is held fast 
by the spanner WK 91 fc&ainst twisting. The clip r£ is 
placed on the cap 1£ and joined tightly to the cap by 
the top of cap 1J3 being screwed on. 

For screwing on the top of cap it is advisable to use a 
piece of rubber. 

You have to take care that the clip does not turn on the 
cap, as the cap can be easily scratched. 


*# 


Before screwing on the fore-part 12, a little 
bit of WK 50 is to be applied to the thread 
of the barrel 3J5.. 


V" 


Diese Zeichnung bleibt unser Eigentum und darf nur in unserem Auftrage verwendet werden. J 

MONTBLANC ! 
1 J SIMPLO 

Eingeranmte MaBe werden besonders gepruft I Zul Abweichung fUr MaBe ohne Toleranzangabe : | 

Werkstoff: 
Rohmaft: 
Schleifmafi: 
Stiickliste: 
Zusbau.-Zchng. Nr.: 
| MaHstab: 

Bern.: For Pens: 12 - H - 22 - 24 - 
72 - 74 - 82 - 84 - 92 - 94 

And. Nr.: i 

Typ-Nr. : 
Engl. 

gez. 
gepr. 
Ers. t 
ers d. 

9.5.61 

m a 150 ; 

page 2 

Assembly of the Fountain Pen 


isseablir-* xh-J .."ib Jnir, :7ith Elastic :'3edcr 


Figs. 1, 2, and 2a of :.U 150 are demonstrating the assenbly of 
the nib unit consisting of the nib the ink f 3 odor 2, and the 
feeder case The feeder caae £ here ia made of hard rubber, 
and a ring ± serving as the packing is slipped on the feeder case. 


Contrary to the above, the nib unit shown in Figs. 5 and 6 has a 
feeder case 6a which ia not made of hard rubber but of an ol.r.tic 
plastic material. 

The nib 1^ ia put on the ink feeder with the beads ± lying in 
the groove £ of the feeder and the distance between the tip of 
the nib and the tip of the feeder being approx. 3 on. Thus put 
together the nib 1, and the feeder 2 are pushed into the feeder 
case 6a. Bear in mind that the shoulder 22 in the back end of the 
feeder case 6a has to cone to lie in the recess 2j5, of the feeder 
and the pin X projecting upwards has to fit into the slit 3 of 
the feeder case 6a. 

Jhe elastic feeder case 6a, acting as a packing itself as well, 
a packing ring ± must not be slipped on the feeder caseo 


V vv vvv 


Dies* Zeichnuno blelbt unsar Elgentum unci dart nur in unwem Aultraqe verw«nd«t warden 


Einqeranmte Mafic warden bo«onder» qeprliitl Zul Abwelchonq fOr Mafl* ohn« TolTanxanqaba : 


We rkstofl : 
Rohmafl : 


Schleifmafl: 


Sttickliste:_ 
Zuaban.-Zchng. Nr.: 


MaBstab: 


Bern.: 


And. Nr.: 


Assembling the Nib Unit with 
Elastic Feeder Case 


Typ-Nr. 


o 


MONTBLANC 
SIMPLO 

Q. m. b. H. 



MA 1 5 < 

pass « 




7 7 7 / / 


Diese Zeichnung blcibt unser Eigentum und dari nm in unserem Aultrago verwendet werden. 


Eingeranmte Matte werden besonders gepiiift! Zul Abv/eichung fUr Matte ohae Toleranzangabe : 


Werkstoff: 
Rohraafi: 
SchleifmaB : 
Stuckliste : 
Zusbau.-Zchng. Nr.: 

V try O o*^rK • 


Bern.: fur Halter 12-14-22-24 

72-74-82-64-92-94 


7 VV . V \7V 


O 


MONTBLANC 
SIMPLO 

G. m. b. H. 


And. Nr.: 


'usauimenbaii der ^Gchanik 


Typ-Nr.:| gez. 

I ge L pr l- 
Ers. f. 

. ers d. 


SAO. bo 


J 


M A ^51 
Bt-1 


Assembly of the Liechanism 

The mechanism consisting of the following pieces 

spindle 16 

** clamping ring 15 

carrier 19 

cone 11 

screw 5 
spiral piston 26 

piston 27 

is assembled as described below. 
Mounting the Spindle into the Cone 

Fig. 1 The clamping ring 1% is placed on a pin 14 and the spindle 16 
placed inside the hollow pin 1£ so that the head 12. of the 
spindle 16, holds th<?*clamping ring 1^ on the pin 14. The 
head 22. ia Provided with a shoulder 18 . 

In the cone, there is a carrier 19 having the form of the 
Montblanc star trademark and provided with a shoulder 2(). The 
cone JL1 is placed on the pin 14 bearing the parts 1£, ljS 
at which you have to pay heed that the shoulder 18. comes to 
lie beside the shoulder 2£ and is seized by same when the 
cone is being turned. 

Fig. 2 The parts being thus gathered, the pin 1£ is pushed into the 
bore 21 of the device \7K 100, and by turning the crank the 
counter-piece X is moved toward the cone 1JL and by a further 
turning the latter is moved to the final position of the 
clamping ring 15 * After removing the cone with the spindle 
from the tool WK 100, you have to check by a pull on the 
spindle JL6 whether same is sitting tight. 

Dismount ing the Spindle from the Cone 

Fig. 3 In case the spindle 16 has to be dismounted, the cone LI - the 
star trademark being put against the pin Z2 of the WK 100 - is 
placed in such a way that the spindle L6 reaches into the 
bore 2£ of the counter-piece By turning the crank jj. to the 
right the pin 22 presses itself into the cone 11. pushes 
the spindle 16 and the*^lampinj ring 1£ out of their seat, thus 
making it possible to have them removed easily. 

When using the cone anew, you have to mount the carrier (star 
trademark) again before inserting the new spindle. 


** Instead of clamping ring, read supporting ring. 


Diese Zeichnung bleibt unser Eigentum und dart nur in unserem Auftrage verwendet werden. 

MONTBLANC I 
( J SIMPLO I 

G. m. b. H. | 

Eingerahmte MaCe werden besonders gepriift! Zul Abweichung fiir Mafle ohne Toleranzangabe : 

Werkstoff: 

RohmaC: 

Schleifmafi: 

Stuckliste: 

Zusbau.-Zcbnq. Nr. : 

Maftstab: 

Bern.: For F?ft5l t 12 - 14 - 22 - 24 - 
72 - 74 - 82 - 84 -92-94 

And. Nr.: i 

Typ-Nr. : 
Evngl . 

gez. 
gepr. 
Ersff. 
ers d. 

9.5 'M 

< 

MA 151 j 
page 2 | 

Assembly of the Mechanism 



Fig.2. 



Di««e Zeichnung blelbt uns«r Eigentum und dail nur in unserem Auftraga verwendet weiden. 

MONTBLANC 
f J SIMPLO 

Eingercuimte Mafle w«rd«n besondem geprtift! Zul. Abweichung fflr Mafle ohne Tolercmzangabe : 

Werkstoff: 

Bem.:fUr Halter 12-1^-22-2** 

72-74-82-84-92-9^ 

Rohmafl: 



SchleifmaB: 

And.Nr.:i | 1 | 

Typ-Nr.: 

gez. :1S.b.G1 

MA152- 

Bl.1 

Stiickliste: 

Abstinmen der Hech^nik 

gepr. : J^Uw, 

Zusbau.-Zcbng. Nr.: 

Ers. f. : s.ia.bo 

Mafistab : 

ers d.r 


Adjustment of the Mechanism which ia to he mounted 
into the Barrel 


Before mounting the mechanism into the barrel (see 1IA 153) 
the advance of the piston has to be adjusted i - 


Fig* 1 


At the angle $j the tool WK 100 is provided with a 
distance gib 2£# ~ ; v ... 

The cone 11 is unscrewed from the screw j£ that far till 
the threa7"of the screw 1 can be laid into the cavity 2£ 
of the distance gib 2£* TheVoonei Is • then screwed against 
.the distance gib again* By doing so* the oone :ll.:,afld ^;C^; 
the screw i are adjtwted to each other, neoessary-for ^ 
properly limiting the movement of^he piston ^^^PC 


.... ^K'?:- : 


Pig. 2 

Fig. l 


Fig. 3 


The spiral piston 26 i» preesed ▼•rtioally into- th« -&v 
piston 2£, some ▼asoline WK 53 applied to the spindUs 16j 
and the epiral piston 26 is then sorewed on the spindle 
16 olockwise until the latter stops in the next guide . 
notch of the serew j[» 

After remoring the meehanism out of the deriee» the cone 
is turned to the right and the spiral piston 26 thereby 
is drawn into the eorew 

The distance between the piston 2£ and the screw £ must 
be about 1.3 mm, the piston being sorewed baok. 



Die** Zeichnuno bleibt unser Eigentum und dcni nur in nnserem Aultraqe v*rwend*t wejrden. 


EIngenxnmte Mali* w*rden b*«ondeim geprult i ZuL Abweichanq IQr Mafle ohn* Toleronxangab* ; - 


Werkstoff: 


RohmaB: 


Schleifmafi: 


StUckliste: 


Zusbau.-Zchng. Nr. 


Mafistab: 


Bern.: For Pens t 12-14-22-24 

72-74-82~84~92-94 


And. Nr.:! 


Adjustment of the Meohanism 


Typ-Nr. 
Engl. 



MONTBLANC 
SIMPLO 


gez. :9.S.L1 


gepr. 


Ers.f. 


ers d. 


If A 152 
pa*e 2 



Diese Zeichnung bleibt unser Eigentum und darf nur in unserem Auftiage verwendet werden. 

Eingeranmte Matte werden bosonders gepruft! Zul Abweichung fUr Mofie ohne Toleranzangabe : 


Werkstoff: 

Rohmaft: 

Schleifmofi: 

Stiickliste: 

Zusbau.-Zchng. Nr.: 

MaBstab: 


Bern.: fur Halter 12-lV-22-.?*f 

72-7**-82-3^-?2-9 i » 


o 


MONTBLANC 
SIMPLO 

G. m. b. H. 


And. Nr.: 


Sinschieben u« Herausziehen 
der Kechanik in den Behulter . 


Typ-Nr.: 


gez. :3o.9.60 

Ers.f. : 

ers d.: 


M A 153 
Bl.l. 



V VV V vv 


Dtea* Z«ichnung bleibt unset Eigentum and dart nur in tmMrcm Aaftrage y«rw«nd«t w«rd«n. 

.^v. MONTBLANC 
» J SIMPLO 

Eingeranmt* Mafia w«iden besondeis g«pruit! Zul. Abweichong fur MaiU ohn« Tolaraniangabe : 

Werkstofl: 

Bern. : 

RobmaB: 



SchleifmaB: 

And.Nr.:) | 

Typ-Nr.: 

gez. i303.t>Z 

KA -153 
BMcx 

Stttckliste: 

Einscftlcbtn und. Herau& Ziehen dcr Me- 
chanik aus oiem BehcLircr ater H<xirer 

gepr. uk~r<~* 

Zuflbau.-Zcbng. Nr.: 

Era. f. : 

Mafistab: 

ers d.: 


Insertion of the mechanism in the Barrel 


Fig* 1 The barrel 1 (without clamping, transparent an ornamental 
ring) is fitted with the mechanism 2 by pushing the : f r 
screw 2 the mechanism by hand into the barrel trcm^'rl:: 
the aide of the cone and then pressing it into its^finai 




The device WK 100 has a!: pillow; block k y 'ln ;whic%*a|f 
is turned by means of .a crank *i which spindle^ draweuli 
-counterpiece 2 on a guide' bar up to the'?pil^ 
or away from it* The pillow block is provided\.»l^^aA 
angle by which the device csin.be attached to a ''-tablV^pr^- 
something similar* * /--yrr-^f^T^r' 

When the screw j5 of the mechanism has been inserted by 
hand in the barrel, the barrel 1 is pushed into the 
reception 10 of the pillow block where in doing so that 
transparent end abuts against the an::le 9^ 


Extrication of the Mechanism from the Barrel 


Fig> 2 Extricating the mechanism from the barrel is done likewise 

by means of the device HK 100 # 

The counter-piece 7 is screwed against the pillow block k $ 
the cone 11 is unscrewed from the barrel 1^ that far till 
the stopping shoulders 12 and 3J5 of the reception Iff 
lying against one another fit into the space resulting 
between the cone 11 and the barrel 1. By turning the 
crank 5 to the left the counter-piece 2 ^ B nioved away 
from the pillow block, and respectively the stopping 
shoulders 12, 13 are drawn apart, and as the barrel is 
lying against the stopping shoulder 1£ and the cone ^ Vv, 
against the stopping shoulder 13 1 the barrel is drawn k 
off from the mechanism or respectively from, the . Az^ii^k^. 




Dfesc Zdchnung blcibt tracer Eigentum and darf our is onMiem Auftragc temtndit . nrmtdmn^^MV^jSl^f 


gingcra&Btc Mafic wcrden becosdero gepruftl ZuL Abweichung fflr Mafic ohnc Tolcranzangabc: ? 


Weikstoff : - 


Rohmcxflr". -7, j: rr' •";.V:^V? 


Schleifmafl: : ? ; >£C 


Stttcklister V 


Zusbatu-Zchng. Nr. : 

MaBstab: 


Bern. 


Ins e rtiott in m o 
the Mechanism *from the : Bar*i»l 



Inserting the Mechanism in the Barrel 
of the Pens 222 and 232 


Fig* 3 


Pig. 4 


After the mechanism has been inserted in the long cone 11a 
(see MA 152) 9 the screw j[ of the mechanism is pushed into 
the barrel 1 by hand* The cone 11a is placed in the 
supplementary device WK 100a, and the counter stay X is 
moved in such a way by means of the spindle £>_ that when 
the barrel .1 in the receptacle 10 abuts against the angular 
device 2. * he supplementary device WK 100a can be inserted 
in the recess of the counter stay The counter stay X 
is then moved in the direction of the arrow until the cone 
11a abuts against the barrel JU 


Extracting the Mechanism from the Barrel 


The counter stay X is pushed against the pillow block ____, 
and the cone 11a is screwed from the barrel _1 that far and 
inserted in the opening JL__5 of the angular device until 
the gibs ,12 and r_5 of the receptacle L£ fit into the space 
resulting between the cone and the barrel. By turning the 
crank j__ counter-clockwise the counter stay X is Q oved away 
from the pillow block £ and the stopping gips 1_2 and 1^ 
are pulled apart, and with the barrel 1 lying against the 
gib 12 and the cone 11a against the gib 12, the barrel is 
pulled off the mechanism or rather off the screw* 


V VV VVV 


Dim Zaichnung bielbt un*«r Eigentum und dart nur In qnwm Auitraq* T«rwnd«t widen. 



MONTBLANC 
SIMPLO 


Eingeianmt© Mafte werden bounders geprtiftl Zul. Abwelchang ftti MaOm ohnm Tolcraniangab* : 


Werkstofl: _____ Bern.: 


GK m. b. H. 


Rohmafl: 



Typ-Nr.: 


gez. 


Ers.f. 


ers d. 


15 3 
page 2a 


rig. 1. 



WK10S 


7vg. 3. 


12 


11 


To Tv g. 4-. 



rig. 5. 


M/K1o3 



10 



V 


Diese Zeichnung bleibt unser Eigentum und darf nur in unserem Auftrage verwendet werden. 

MONTBLANC 
{■J SIMPLO 

G. m. b. H. 

Eingerahmte MaCe werden besonders gepriiftl Zul Abweichung fiir MaBe ohne Toleranzangabe : 

Werkstoff: 

Bem.:fUr Fix 15-16-25-26-35-36 
75-76-85-86-93-96 

Rohmafi: 

Schleifmafi: 

And. Nr.:' i i | 

Typ-Nr. : 

gez. :14.$.6o 

MA 15V 
BLl 

Stiickliste: 
Zusbau.-Zcbng. Nr.: 
Mattstab: 

Pix-Zusanunenbau 

gepr- 
Eis. i. : 

ers d.: 


Assembly of the Fix 


Fitting the cap with the clip \ 

Fig. 1 The clip JL ia pushed over the clamping sleeve 2. and the 
and 2 latter is placed in the cap By tightening the nut £ inside 
the cap the clip 1. is drawn firmly to the cap ju\ 

In order to facilitate the screwing on of the nut 4. onto 
the thread which can be only felt of the clamping^ sleeve 2^, 
the key WK 10 3 is used. ,\ 

The key consists of a tube £ the front part of wfalch has two 
shoulders which reach into the slot £ °f the nut \^and 
thus act as screw driver. Since the nut 4 has to be^ $pe*ated 
oentrioally, there is a bolt £ in the tube £ under pressure 
of a spiral spring jJ and projecting that far out of -tile tube 
5 that the nut 4, can be put on the tube ^ anc * the projecting 
end of the bolt £ gives it the necessary support. As soon as 
the bolt the WK 103 being inserted with the nut 4, nreets 
the front part of the clamping sleeve 2j it is pushed into 
the tube 5. during which the nut £ lies against the threap 
of the clamping sleeve 2^ in such a way that it screws itself 
onto the thread, the key being turned. The displacement of 
the bolt £ is limited by the pin 10. 

Be careful that when securing the nut__4 the clip does not 
scratch the cap and damage it. 


Assembly 

Fig. 3 After the feed tube 11 of the mechanism ]J2 has been filled 
and 4 with up to 8 refills and the feed tube 11^ closed with the 

top 1% the mechanism 12^ is put into the barrel l£ and the 

cap 3. screwed onto the barrel. 

Fig. 5 ia the key WK 103. 


Attention 

1) If - the Pix pencil being mounted - there is a slit yet 
between the mouth "a" of the cap and the shoulder "b' f 
of the barrel, then the step "o" in the cap has to be 
lowered by means of the cutter WK 104* 

2) If there is a clearance in the mechanism between barrel 
and cap, then the barrel has to be shortened at "b". 


V vv vvv 


Diese Zeichnung bleibt unser Eigentum und darf nur In unserem AuftTage verwendet werden. 

>#~V MONTBLANC 
I J SIMPLO 

G. m. b. H. 

Eingeratimte MaCe werden besonders geprilftl Zul. Abweichung fllr Mafle ohne Toleraniangabe : 

-Werkstoff: 
Rohmafi : 

Bem.: For Pix 1 15-16-25-26-35-36 
75-76-85-86-95-96 

SchleifmaB : 
Stiickliste: 

And. Nr.:; | | | 

Typ-Nr. : 
Engl. 

gez. 


M A 154 

page 2 

Assembly of the Pix 

gepr. 


Zusbau.-ZchDg. Nr.: 
Maflstab : 

Ers. f. 

ers d. 





Diese Zeichnung bleibt unser Elgentum und dcrrf nur in unserem Auftrage verwcndet werden.^^?^^ 


Eingerahmte Maflo warden besonders geprtift! Zul. Abwelchqng ftir Malta ohne Toletanzangabe : * 


Werkstoff: 


RohmaC: 


Schleifmafi: 


Sttlck liste: 
Zusbau.-Zchng. Nr.; 


Mafistab: 


Bern.: fur Halter 12-1^-22-2^^^^ 


72-74-82-84-92-9** 


And. Nr.:! 


Das Lehren der Schreibf eder 


Typ-Nr. 



gez. :2fc.1o.6o 


gepr. 


ers d.: 


Fig. 1 The nib mounted with the feeder and the ink feeder needs 

a certain tension and therefore has to be gauged before being 
mounted in the fore-part, i.e. the blade of the slit gauge 
WK 81 is to be Inserted in the slit 21 of the nib 1^ that 
far, as far as the iridium point Z2 goes. The nib is then 
to be held vertically so the weight hangs freely. 

The nib being in this position is moved from its vertical 
position sideways 1 1/2 or 2 times into the position a,. 
If the gauge WK 81 drops from the nib after this movement, 
the nib is alright. 

Fig. 2 If, however, the nib sticks to the nib, the latter has 

been adjusted too tightly and must be relieved of the stress 
by beating lightly on the center hole with the nib-adjuBting 
hammer WK 29. 

If the nib has been adjusted too loosely, however, that 
means the slit of the nib is too broad and the gauge WK 81 
drops down from the slit too soon, the nib has to be re- 
adjusted. The two blades of the nib have to be drawn 
together closer to each other by means of the nib-adjusting 
Pig. 3 pliers, WK 10-3 in suoh a way that the two blades stand on 
a level as shown under ,! A". They are not allowed to tilt 
upwards (as shown under "B") nor downwards (Jas shown under 
H C W ). 


Attention! 

After the nib has been gauged as described above and 
mounted in the fore part and the latter has been screwed j 
onto the container (see MA 150), the nib has to be j 
gauged again. ! 

! 
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Mounting the Mechanism into the Cap of the Ball Pen 


Fig. 1 The cap 1, ia held vertically, the ring of the cap showing up- 
wards. At the top part in the inside of the cap there is a 
toothing^ The lever bearing & has a similar toothing ^ at the 
top. The cap 1. being held as described above, the lever bearing 
^ is inserted in the cap ^ in such a way that the lever j5 is 
on the same line as the slit. 2. of the cap. If, at this point, 
the lever j5 does not swing out of the slit 2 all by itself, 
it is made to do so by taking a pair of tweezers, a needle or 
something similar, after which the lever bearing & is pushed 

Pig. 2 into its final position by means of the pin WK 94-5t the 

toothings i and 5. thus niade to engage and secure the lever 

Fig. 5 bearing % against twisting. By means of the pin WK 94*5 the 
lever bearing is held in place, the clip X is put on the cap 
at which the lever 6> has to project out of the slit of the clip, 

Pig. 4 and the cli P is mad * fast t0 the cap by 8Crewln S the t0 P £ of 
the cap on by means of a piece of rubber or something similar. 

You have to see to it that the lever 6, can be agitated easily. 

After the lever bearing 4. has been mounted, the push-rod JJL is 
inserted in such a way that the even side shows toward the 

Pig. 5 lever bearing and the slit toward the refill. The push-rod ± 
is secured by a ring 10 so it cannot fall out of the cap. The 
ring 12L is deformed on the side JLL in such a way that it 

Pig* 6 protrudes somewhat over the outer diameter at four places. 
The ring 1& is mounted into the cap as described below. 

The ring JLQ, - with the deformed side JL1 first - is placed on 
the pin flTC 94-9, and the pin is then pushed into the cap up 
to the shoulder 12 . 

You have to pay attention by all means that the deformed 
side 11 of the ring shows toward the opening of the cap, as 
otherwise it would not remain fixed. 


Dismounting 

The top of cap J3 is screwed off and the clip £ removed. The 
tool WK 94-7 is placed on the edge of the lever bearing ± 
protruding out of the cap It an d the lever bearing ± is then 
pushed that far into the cap by pressure or light beats, till 
the lever 6_can be pushed out of the slit J2 of the oap and 
into the lever bearing At the tool being removed. 

The lever j5 is protected against damage by setting the tool 
again on the lever bearing ± f and by just a few beats on the 
tool the lever bearing ± 9 the push-rod 2j and the damping 
ring 10. are driven out of the cap JL • 
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Fig. 1. 





Fig. 6. 
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Uounting and Dismounting the Ink Feeder and 
Inserting the Y/riting Tlib of the Series 30 


Fig. 1 The ink feeder 1_ ia placed in the feeder case 2 that far that 
the shoulder j[ in tho back end of the feeder case 2_ comes to 
lie in the recess 4. of the ink feeder. 

Fig. 2 The feeder case £ together with the feeder .1 is pushed into 
the fore-part 5. by means of tongs (WK 10-4) • Pay attention 
that the ledges of the fore-part enter into the grooves 2a 
of the feeder case £ f whereby the correct placing of the ink 
feeder and feeder in the fore-part is ensured. 

Fig. 3 Apply some WK 50 on the thread at the front end of the trans- 
parent part of the barrel 2. and screw the fore-part jjj. onto 
the barrel £. 

Fig. 4 For inserting the nib in the fore-part, pull the ink feeder 1 
a little out of the fore-part carefully and without twisting 
it any. This is done by means of the tool V7K 105 the nose 10 
of which catches in the first bar of the ink feeder JL. 

Fig. 5 The nib £ is then put on the ink feeder JL and pushod somewhat 
into the conical gap £ of the fore-part j>. Dy taking a piece 
of rubber now* the nib and the ink feeder are pushed into the 

Fig. 6 fore-part into their final position that means until the 

key II on the nib abuts against the back wall ,12 of the gap 6. 

If, however, you meet with a resistance too soon when pushing 
in the nib and feeder, the latter has been twisted in the 
feeder case and the shoulder ± of the feeder case did not 
catch in the recess ± of the ink feeder. 

Repeat the procedure with the pushing in of the nib. 


V- VV. : VVV - 
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era d.: 


MA 159 


Dismounting the Writing Nib of the Series 30 


The writing nib ^1 is to be held at the tip by two fingers as 
shown on the drawing and withdrawn from the fore-part 2o 

If the nib sits real tight f take hold of it by means of a 
piece of rubbero Do not use a tool, such as tongs or something 
similar . by any means as the nib may be damaged thereby 0 


V VV V VV 
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